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2021 Commercial Trash and Recycling Guidelines: 

 
�x Customer warrants that the container service area and all right-of-ways for servicing equipment is sufficient to bear the weight of 

all equipment/vehicles required to perform the designated services. CWD does not accept liability for concrete or asphalt failure. 
Commercial Vehicle gross weight is 54,000 lbs, axle weight is 20,000 lbs with a 10,000 lb single wheel load.  All container service 
areas must be on flat level surfaces. 

  

�x Customer warrants that any right-of-way provided for servicing equipment is of sufficient width and length�~�u�]�v�]�u�µ�u�� �í�î�[�� �Á�]���š�Z��
with sufficient swept path clearances to negotiate turns, entrances/exits, etc.) to provide access to all equipment, vehicles and 
personnel access required to perform the designated services.  Commercial Vehicle length is 35.6 feet with a 210-inch wheelbase 
for Front Load trucks and 33 feet with 278-inch wheelbase for Roll Off trucks.  Wall to wall turning radius is 78 feet for Front 
Load/Side Load and 84 feet for Roll Off. There must be 70 feet of unobstructed approach (truck length + approach clearance) in 
front of each container for Front Load service and 100 feet unobstructed approach (truck length + service clearance) for Roll Off 
container service.   

 

�x Customer warrants that any right-of-way provided for servicing equipment is free from all obstructions that may interfere with 
servicing the container, including sufficient vehicle/driver access clearance areas and unobstructed visibility. Overhead ceilings, 
roofs, wires, pipes, or other obstructions must be a minimum of 14 feet above ground/service level at the lowest point on 
approach, and 25 feet of unobstructed clearance above the service location. Some configurations may require additional clearance 
space. CWD does not accept liability for damage to ceilings, roofs, wires, pipes, or other obstructions with insufficient clearances. 
Landscaping/vegetation must be planted with consideration for future growth potential.   

 
�x CWD does not accept liability for damage caused to automatic vehicular gates if they close against the service vehicle during 

entry/exit. Property access barriers, including automatic vehicular gates/arms, shall be equipped with a reversing Inherent 
Entrapment Sensing System (ground loop, magnetic, eye sensor, or other) installed, capable of detecting vehicles in both opening 
and closing cycles to prevent gate closure on entrapped vehicles. Due to increased risk of entrapped vehicles, vehicular gates with 
split entry/exit sides that swing in opposite directions are strongly discouraged. Service vehicles may be required to drive in the 
middle of two gates in order to have sufficient approach for entry/exit. Split entry gates must have appropriate entrapment 
devices installed to recognize a vehicle in the middle of the two gates. Gates/arms must have sufficient time allowed for slow-
moving vehicle entrance/exit with a recommended minimum duration of 15 seconds. Proper access codes or remote activation 
device must be provided for service access. 

 

�x Front Load Enclosures must contain a minimum of 10 feet x 10 feet inside dimensions (two containers in shared enclosure must be 
a minimum of 20 feet wide) to provide reasonable safe clearance for servicing.  Access doors/gates must be mounted to provide a 
minimum 10 feet wide unobstructed opening to the enclosure (20 feet for two containers in shared enclosure), have a 120-degree 
swing opening radius, and must be securable in both the open and closed positions. Enclosures should not be covered (open to the 
sky) above the container. 

 
�x Side Load Enclosures must be a minimum of 8 feet wide by 8 feet deep to provide reasonable safe clearance for servicing.  Access 

gates/doors must be a minimum of 8 feet wide with a 180-degree swing opening and be capable of being secured in both the open 
and closed positions.   

 

�x Roll-Off Enclosures must accommodate a minimum of 2 feet clearance on each side of the container and 2 feet clearance in the 
front and rear of the container.  Access gates/doors must be a minimum of 12 feet wide with a 120-degree swing opening and be 
capable of being secured in both the open and closed positions. (See compactor size diagrams for more information)  
 

�x Heavy-duty cane bolts of at least ½�_ diameter are recommended to be installed on both doors to secure them in the open/closed 
positions. The cane bolts shall smoothly and securely drop into the ground a minimum of 3 inches. Bollards or concrete wheel 
stops are recommended to be installed inside the enclosure to prevent containers from coming into contact with the back of the 



�� ��

enclosure. For metal enclosure doors/gates, three heavy-duty hinges per door are required to support the weight of the gates over 
the lifetime of the enclosure.  
 

�x All enclosure hardware (including access gates, doors, hinges, cane bolts, etc) must be of sufficient design and strength to 
accommodate repetitive use. Regular inspections and maintenance should be performed to ensure proper operation and to 
prevent hardware failure.     

 
�x Additional equipment, containers, or other items stored inside the enclosure must be kept a minimum of 2 feet away from each 

side, and 3 feet away from the rear of the dumpster container. CWD does not accept liability for grease container spills if the 
grease containers are stored inside the enclosure unsecured from the normal dumpster service area. 

 

�x All containers without enclosures must have a 3-foot obstruction-free clearance zone surrounding the container. This includes 
vehicles, poles, buildings, and any other obstructions. Containers located behind overhead/roll up doors are subject to the same 
minimum clearance requirements as containers inside enclosures.   

 
�x Containers on casters may not exceed 4 yards in size and must be limited to a required maneuverable distance of less than 25 feet. 

A smooth, flat, and level surface must be provided for all pathways the container must be maneuvered and will be expected to 
travel. Customer is responsible for securing containers on casters and preventing them from rolling when the containers are onsite 
but not immediately being serviced.  

 

�x All trash/recycle items must fit inside the container and not extend above the lip of the container. CWD is not responsible for 
damage caused by (or from) items left outside or on top of the container, or damage caused from servicing overloaded/overweight 
containers. Customer is responsible for any and all citations resulting from servicing/transporting overloaded/overweight 
containers. 

 

�x Building developer shall ensure that all additional enclosure dimensions and construction material meet the construction 
requirements of the local City Land Development Code. Customers with enclosures that will also be housing other non-
trash/recycle serviceable containers (grease traps, oil containers, etc) must provide additional space to accommodate bollards to 
separate the regular trash/recycle container and the other container, plus a two-foot clearance (on each side) between the 
bollards and both containers. All drains/covers located inside the enclosure must have prior approval from the City. All enclosures 
walls must be 8-foot minimum height and uncovered (open to the sky).  
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Front  Load Service 
�����&�R�Q�W�D�L�Q�H�U���'�L�P�H�Q�V�L�R�Q�V����
  Width- Length- Height 
�����F�X�E�L�F���\�D�U�G���G�X�P�S�V�W�H�U�������´�������´�������´��
�����F�X�E�L�F���\�D�U�G���G�X�P�S�V�W�H�U�������´�������´�������´��
�����F�X�E�L�F���\�D�U�G���G�X�P�S�V�W�H�U�������´�������´�������´��
�
�6�L�]�H�V���D�U�H���D�S�S�U�R�[�L�P�D�W�H���D�Q�G���P�D�\���Y�D�U�\���E�\���P�D�Q�X�I�D�F�W�X�U�H�U��

�2�Q�H���F�X�E�L�F���\�D�U�G��� �����������J�D�O�O�R�Q�V��

�+�H�L�J�K�W���L�V���P�H�D�V�X�U�H�G���Z�L�W�K���W�K�H���O�L�G�V�����/�L�G�V���P�X�V�W���U�H�P�D�L�Q���F�O�R�V�H�G���D�W���D�O�O���W�L�P�H�V���H�[�F�H�S�W���Z�K�H�Q���W�K�H���F�R�Q�W�D�L�Q�H�U���L�V���E�H�L�Q�J���O�R�D�G�H�G��
�R�U���X�Q�O�R�D�G�H�G�����:�K�H�Q���O�L�G�V���D�U�H���U�D�L�V�H�G�����I�X�O�O���K�H�L�J�K�W���I�U�R�P���W�K�H���J�U�R�X�Q�G���W�R���W�K�H���W�R�S���R�I���O�L�G�V���P�D�\���H�[�W�H�Q�G���W�R���������´����

Required Clearance for Front End Loading Vehicles: 
�9�H�U�W�L�F�D�O�����$�S�S�U�R�D�F�K���D�Q�G���(�[�L�W���������¶���+�L�J�K��
�9�H�U�W�L�F�D�O�����:�K�H�Q���G�X�P�S�L�Q�J���F�R�Q�W�D�L�Q�H�U���������¶���+�L�J�K��
�/�D�W�H�U�D�O���6�L�[�W�H�H�Q�������¶���:�L�G�H��
�2�X�W�V�L�G�H���7�X�U�Q�L�Q�J���5�D�G�L�X�V�������¶�������������¶���I�H�H�W���L�Q���S�L�F�N���X�S���V�H�U�Y�L�F�H���S�R�V�L�W�L�R�Q����
�/�H�Q�J�W�K���R�I���9�H�K�L�F�O�H�������¶�������������¶���L�Q���S�L�F�N���X�S���V�H�U�Y�L�F�H���S�R�V�L�W�L�R�Q����

Side Load Service 
�&�R�Q�W�D�L�Q�H�U���'�L�P�H�Q�V�L�R�Q�V����
��������������  Width- Length- Height 
�����F�X�E�L�F���\�D�U�G���G�X�P�S�V�W�H�U�������´�������´�������´��
�����F�X�E�L�F���\�D�U�G���G�X�P�S�V�W�H�U�������´�������´�������´��
�
�6�L�]�H�V���D�U�H���D�S�S�U�R�[�L�P�D�W�H���D�Q�G���P�D�\���Y�D�U�\���E�\���P�D�Q�X�I�D�F�W�X�U�H�U����

�2�Q�H���F�X�E�L�F���\�D�U�G��� �����������J�D�O�O�R�Q�V��

�+�H�L�J�K�W���L�V���P�H�D�V�X�U�H�G���Z�L�W�K���W�K�H���O�L�G�V�����/�L�G�V���P�X�V�W���U�H�P�D�L�Q���F�O�R�V�H�G���D�W���D�O�O���W�L�P�H���H�[�F�H�S�W���Z�K�H�Q���W�K�H���F�R�Q�W�D�L�Q�H�U���L�V���E�H�L�Q�J���O�R�D�G�H�G��
�R�U���X�Q�O�R�D�G�H�G�����:�K�H�Q���O�L�G�V���D�U�H���U�D�L�V�H�G�����I�X�O�O���K�H�L�J�K�W���I�U�R�P���W�K�H���J�U�R�X�Q�G���W�R���W�K�H���W�R�S���R�I���O�L�G�V���P�D�\���H�[�W�H�Q�G���W�R�������´����

Required Clearance for Side Loading Vehicles: 
�9�H�U�W�L�F�D�O�����$�S�S�U�R�D�F�K���D�Q�G���(�[�L�W���������¶���+�L�J�K��
�9�H�U�W�L�F�D�O�����:�K�H�Q���G�X�P�S�L�Q�J���F�R�Q�W�D�L�Q�H�U���������¶���+�L�J�K��
�/�D�W�H�U�D�O�������¶���:�L�G�H��
�2�X�W�V�L�G�H���7�X�U�Q�L�Q�J���5�D�G�L�X�V�������¶��
�/�H�Q�J�W�K���R�I���9�H�K�L�F�O�H�������¶��

Roll Off –  Open Top/ Com pactor  Service 
�2�S�H�Q���7�R�S���'�L�P�H�Q�V�L�R�Q�V������
40 Yard 30 Yard
Length: 22' Length: 22' 
Width: 8' Width: 8'
Height: 8' Height: 6’ 
�
�6�L�]�H�V���D�U�H���D�S�S�U�R�[�L�P�D�W�H���D�Q�G���P�D�\���Y�D�U�\��

Required Clearance for Roll Off Vehicles: 
�9�H�U�W�L�F�D�O�����$�S�S�U�R�D�F�K���D�Q�G���(�[�L�W���������¶���+�L�J�K��
�9�H�U�W�L�F�D�O�����:�K�H�Q���O�R�D�G�L�Q�J���R�U���X�Q�O�R�D�G�L�Q�J���F�R�Q�W�D�L�Q�H�U���������¶���+�L�J�K��
�/�D�W�H�U�D�O�������¶���:�L�G�H��
�6�H�U�Y�L�F�H���$�U�H�D���O�H�Q�J�W�K�������¶���O�R�Q�J��
�2�X�W�V�L�G�H���7�X�U�Q�L�Q�J���5�D�G�L�X�V�������¶��
�/�H�Q�J�W�K���R�I���9�H�K�L�F�O�H�������¶��

�&�:�'�� �&�R�P�P�H�U�F�L�D�O���7�U�D�V�K���D�Q�G���5�H�F�\�F�O�L�Q�J���*�X�L�G�H�O�L�Q�H�V����



LOADING 
CONTAINERS 

44 112 
74 1/2 

�~� 

]D:=J 
�~� 
<Xl .,. 

72 
42 

3 YARD 

72 66 

6 YARD SLANT 

74 1/2 74 1/2 

72 
72 

74 1/2 

72 

8 YARD 

44 1/2 

�~� 

[C=d L() 
'<t 

42 2 YARD 

74 1/2 441/2 

�~� tc=J 
r-

�~� 
;;; 

72 57 

4 YARD 

74 1/2 681/2 

D 

I )J l u 

0 

72 66 

6 YARD 

All containers are manufactured from 
the highest quality materials to provide 

years of dependable service. Different 
styles are available and can be tailored 

to your waste disposal needs. 
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SRG Architects, LLC

The information in this report is confidential and may be legally privileged. It is intended solely for the internal use of Community Waste
Disposal, L.P. (CWD). Access to the information contained within this report by anyone else is unauthorized. Any disclosure, copying,
distribution or action taken or omitted based on this information is prohibited and maybe unlawful.
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Self- Conta ined Com pactors  

A B C D* *  E LBS.  

15 cu yds 
4' – 0"  
1219 
m m 

3' – 7-
1/ 4"  

1099 m m   

5' – 7-
1/ 2"  

1715 m m   

14' – 3"  
4344m m   

7' – 5"  
2261 
m m   

8860 lbs. 
4173 kg 

20 cu yds 
4' – 0"  
1219 
m m   

3' – 7-
1/ 4"  

1099 m m   

5' – 7-
1/ 2"  

1715 m m   

17' – 4"  
5284 m m   

7' – 5"  
2261 
m m 

9520 lbs. 
4318 kg 

25 cu yds 
4' – 0"  
1219 
m m   

3' – 7-
1/ 4"  

1099 m m   

5' – 7-
1/ 2"  

1715 m m   

17' – 10-
1/ 2"  

5449m m   

8' – 8"  
2642 
m m   

10030 lbs. 
4550 kg 

30 cu yds 
4' – 0"  
1219 
m m   

3' – 7-
1/ 4"  

1099 m m  

5' – 7-
1/ 2"  

1715 m m   

20' – 5"  
6223 m m   

8' – 8"  
2642 
m m 

10620 lbs. 
4818 kg 

35 cu yds 4' – 0"  
1219 
m m   

3' – 7-
1/ 4"  

1099 m m  

5' – 7-
1/ 2"  

1715 m m   

22' – 5"  
6833 m m   

8' – 8"  
2642 
m m 

11130 lbs. 
5049 kg 

Standard CWD Self Contained Compactor size is 35 cu yd. 
���
�6�L�]�H�V���D�U�H���D�S�S�U�R�[�L�P�D�W�H���D�Q�G���P�D�\���Y�D�U�\���E�\���P�D�Q�X�I�D�F�W�X�U�H�U
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Stat ionary Com pactors 

A B C D E F * G * H I

119 1/ 2"  79"  48 9/ 16"  69 1/ 8"  60"  75"  106 1/ 2"  6 1/ 2"  31 1/ 2"  

3035 m m  2007 m m  1233 m m  1756 m m  1524 m m  1905 m m  2705 m m  165 m m  800 m m  

J K L M N O P Q

9 1/ 2"  73 3/ 4"  45 3/ 4"  39 9/ 16"  9"  38 1/ 2"  14 5/ 8"  5"  

241 m m  1873 m m  1162 m m  1005 m m  229 m m  978 m m  371 m m  127 m m  

�x �$�W���%�R�O�W���&�H�Q�W�H�U�V�����U�H�I�H�U�H�Q�F�H���G�L�P�H�Q�V�L�R�Q�V���R�Q�O�\��
�x �6�L�]�H�V���D�U�H���D�S�S�U�R�[�L�P�D�W�H���D�Q�G���P�D�\���Y�D�U�\���E�\���P�D�Q�X�I�D�F�W�X�U�H�U����

1  Side Mount  Power Unit  
2  Power Unit  Weather Cover 
3  Cont rol Panel Box 
4  Motor Starter Reset  But ton 
5  Lim it  Switch 
6  Ram  
7  Ram Guide Shoes with Replaceable Wear 

St r ips 
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FRONT VIEW SIDE VEW 
REAR VIEW 

Max Force Weight 
Model No. A B c D Caoacitv Rate fADorox.} 

RJ-40 OC 22'-2" 8'-0" 8'-8" 20'-11" 40 cy 80,000 lbf 6700 1b 
6756mm 2438mm 2642mm 6375mm 31m3 355.8 kN 3039 kg 











Self Contained Compactor - Trash

Its well-engineered design, reliability and unique features make it a customer favorite.

Equipment Description
Self contained compactors are a good solution for properties 
that want to limit the escape of high liquid waste while 
controlling odor and pest problems. Because waste is 
compacted, the haul frequency is much less when compared 
with front load service.

Optional features include a custom loading application with 
security chutes, hoppers, and dock-side loading. Available for 
rental or purchase in sizes 15-35 yards, the equipment can be 
customized to your business.

Service
Services are available Monday through Saturday and may 
be requested by calling the CWD Customer Service 
Department at 972.392.9300, Option 2. A representative will 
schedule pickups, repairs, cl eanings, and more. For pricing 
or an increase or decrease in service, please contact your 
CWD Sales Rep directly.

400 SC TRASH

Equipment Delivery, Certification & Maintenance
Whether it is purchased or rented from CWD, the equipment will 
be custom designed for your business. All equipment meets 
OSHA and UL requirements. CWD will provide any maintenance 
or equipment needed during the rental agreement term.

Installation
A Quick Disconnect Boxmust be provided within 10 feet of 
the compactor. In addition, one of the following is required:

• 460 volt, 3 phase, with ����  amp breaker, or
• 230 volt, 3 phase with ����  amp breaker, or
• 208 volt, 3 phase with � �� amp breaker, or
• 230 volt, single phase with 125 amp breaker

Purchase Price 
 

N/A

Rental Fee per Month 
 

$229

Quantity Size Haul Charge* Haul Charge*

1 35 CY $295 $295

*Includes four (4) tons of disposal; overage fee $36.12 per ton

Taxes and fees not included in above rates


